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PREFACE

Please take the time to carefully read this Instruction Manual prior to installation or
use of your EC22 Electronic Crossover. Because it is a highly advanced electronic
instrument, there are several facts and procedures you should know before you place it
in operation.

Just as you would not purchase and attempt to operate an expensive camera, computer
system or high-performance automobile without first Tearning something about performance
parameters and correct operating procedures, so too your EC22 requires some familiari-
zation before you make it part of your music reproduction system. Your reward, in terms
of maximum performance and a long service life, will be well worth the effort.

INTRODUCTION

The EC22 two-way, active electronic crossover has been designed for the audio perfectionist
who wants the highest levels of definition, dynamics and transparency from a quality
speaker system. It can be used to actively biamplify main speakers which have the
necessary connections, or a satellite-subwoofer system.

The EC22 is entirely solid-state. Through the use of field-replaceable filter boards,
the EC22 can be reconfigured for various crossover points and slopes, both top and
bottom, for maximum flexibility and non-obsolescence. Useful features like a mute switch
and separate bypass outputs (for use with a subwoofer containing its own internal
crossover), in addition to level matching controllable in .5dB increments, make the

EC22 a friendly and responsive component.

The attention to detail in design and manufacture is typical of Audio Research:
extensive dual-mono electronic regulation, a low-noise toroidal power transformer,
wide-trace, hand-soldered circuit boards using the finest discrete parts, and sonically
selected gold-plated connectors. The EC22 will provide its owner with many years of
accurate, satisfying music reproduction.

WARNINGS
1. To prevent fire, or shock hazard, do not expose your EC22 to rain or moisture.

2. This unit contains voltages which can cause serious injury or death. Do not
operate with cover removed. Refer servicing to your authorized Audio Research dealer
or other qualified personnel.

3. The power cord on your EC22 is equipped with a 16-guage, 3-conductor cable and a
standard three-prong grounding plug. In addition, your EC22 uses an isolating power
transformer with 4 KV-rated insulation. For absolute protection, do not defeat the

ground power plug. This provides powerline grounding of the EC22 chassis to provide

absolute protection from electrical shock.

4., For continued protection against fire hazard, replace the fuse only with the same
type and rating as specified at the fuse holder.



PACKAGING

Save all packaging in a dry place away from fire hazard. Your EC22 Electronic
Crossover is a precision electronic instrument and should be properly cartoned any
time shipment is made. You may not have occasion to return your unit to the factory
for service, but if that should prove necessary, or other occasion requiring shipment
occurs, the original packaging will protect your EC22 from unnecessary damage or delay.

DESCRIPTION OF CONTROLS

BASS GAIN CONTROLS: Clearly marked for Right and Left-channel operation. These

controls are designed to permit precise matching between bass and treble power amplifiers
having different input sensitivities. Note that a total of 19.5dB of adjustment is
possible, distributed between the "coarse" and "fine" Gain controls for each channel.

Some experimentation and listening will be necessary to determine the best adjustment
points for your particular music system. Use the "coarse" (+3dB increments) controls
to set the basic preferred level of bass output, then tune precisely with the "fine"

(+.5 increments) controls. For best results, measure speaker output with a spectrum

analyzer, or Tisten to several types of music to subjectively balance treble and bass
levels in your listening room.

POWER SWITCH: Supplies power from AC wall outlet to EC22 when in "Power" position.
Although not strictly necessary, it is nonetheless good practice to put the EC22 in
"Mute" before turning on pcwer for maximum protection of your power amplifier(s) and
speakers.

MUTE/OPERATE SWITCH: In "Mute" position, shorts the main outputs of the EC22 to disrupt
all output. This switch should always be activated between switching of inputs. This
simple precaution will prevent inadvertent misuse of your EC22 and help protect your
power amplifier(s) and speakers from unexpected transient signal pulses. In "operate"
position, this switch allows the signal to pass normally to the outputs.

CAUTION: Do not turn up the system gain control beyond normal listening positions when
the EC22 is in Mute mode. Always turn the gain control down when changing connections
even when it is muted. The EC22 has an extremely wide dynamic range, and switching to
Operate at Toud levels may be too much for amplifiers, speakers or ears. Furthermore,
at extremely high signal levels in the Mute mode, the EC22 may overload internally.
This will not harm the EC22, but it may take 10-15 seconds to stabilize from the
overload. If you switch to Operate before the EC22 has recovered from the overload,
you will hear a "pop" when the mute switch is actuated, indicating the presence of
unwanted subsonic energy that may damage some amplifiers and poorly-fused speakers.

If you hear a "pop", switch immediately back to Mute, turn down the system gain control
and wait 15 seconds or so and try again. Under normal conditions the EC22 muting has
no "pops." Subsonic program energy may also cause small, harmless mute "pops." These
"pops" may be eliminated by turning down the system gain control before muting.

POWER/MUTING CIRCUIT LED: Glows green to indicate unit is on and receiving AC power.
Note that for approximately one minute after start-up or in "Mute" mode, this LED will
glow more dimly, indicating proper operation of the muting circuit. In the "Operate"
mode (after warm-up) the LED brightens and your EC22 is ready for normal operation.
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CONNECTIONS

INPUT CONNECTORS: Clearly marked to indicate use for Right and Left channels. The
inputs are 50K ohms impedance.

DIRECT OUTPUT CONNECTORS: These outputs are taken directly from the Right and Left
channel inputs, and are intended for use with self-powered subwoofer systems having
their own internal crossover. Most of these systems will also have a "summing" network
to allow center-channel (i.e. single-subwoofer) operation.

TREBLE AND BASS OUTPUT CONNECTORS: These are clearly marked for Right and Left
channels. Connect via high-quality audio signal interconnect cables to appropriate
treble and bass power amplifiers. The input impedance (load) of these power amplifiers
should be 60K-100K ohms (20K minimum) for best sonic performance of the EC22.

NOTE: At the performance level of the EC22, high-quality audio signal interconnect
cables are vital to preserve maximum signal fidelity. Audio Research brand "LitzLink" ®
interconnects, in either RFI-shielded or unshielded versions, are strongly recommended
for connection of your EC22 crossover to preamplifier and power amplifier(s). See

your authorized Audio Research dealer for recommended lengths and prices.

A11 input/output connectors have heavy gold plating and carefully selected base
materials and geometry for best sonic performance.

INSTALLATION PROCEDURES

While the EC22 does not dissipate an unusual amount of heat, it is important that it
be provided with reasonable airflow to assure long, trouble-free operation. In
addition, the following installation guidelines will help insure maximum sonic
performance as well as reliable service.

1. Upright and horizontal mounting is suggested if extended operation (longer than
one hour) is contemplated.

2. Do not "stack" the EC22 on top of a power amplifier: not only could this cause
overheating, but "hum" may be introduced into the EC22 from the proximity of the
amplifier's power transformer.

3. Do not place or operate your EC22 on a soft or irregular surface such as a rug.
This will prevent proper ventilation.

4. Do not operate your EC22 without the top and bottom covers installed. These are
required both for safety as well as shielding from interference (except in service
operations, obviously).

5. If rack mounting is employed, use Audio Research Rack Mount Ventilators (RMV-3)
below and above your EC22.

6. If side-by-side mounting with other equipment is employed, place the EC22 to the
left of the other chassis, so as to provide maximum spacing between the transformer
of the EC22 and the other component.



7. In a cabinet or rack-mount installation which has an enclosed back, an exhaust
fan is desirable so as not to operate the EC22 in overheated ambient air.

OPERATING PROCEDURE

START-UP:

1. Make sure Power switch is set at "Off" position; Mute switch should be in "Mute"
position.

2. Secure all rear-panel connections between EC22, preamplifier, power amplifier(s)

or powered subwoofers. Note: Given the advanced performance capabilities of the EC22,

it is extremely important that high-quality interconnects be used for connection

to ancillary electronics. Audio Research brand interconnects, in either unshielded

or RFI-shielded configurations, are strongly recommended. Your authorized Audio Research
dealer can assist you in determining optimal Tengths for your system.

3. Plug 3-prong powerline cord from rear of EC22 into grounded AC wall receptable.

4. Turn Power switch to "Power." Green LED will glow dimly for approximately one
minute while the circuits stabilize, indicating operation of automatic muting circuit.
After this warm-up muting period, the LED will brighten when "Operate" is selected,
indicating that your EC22 is ready for operation.

Note: For superior sonic performance, a warm-up period of at least one hour is

recommended. In addition, your EC22 may be safely Teft "on" continuously for maximum
performance at all times.

MUTING PROVISIONS:

The EC22 has several provisions to help protect against misuse of the exceptional
dynamic range and wide bandwidth that it offers. It is not subject to damage itself,
but some power amplifiers and speakers are more Timited in their ability to withstand
signal extremes. These provisons, both manual and automatic, are designed not to
interfere with a flawless listening experience of unprecedented realism, while giving
reasonable protection against warm-up surges and power line interruptions. However,
for absolute protection of associated equipment some operator understanding, and
responsibility, is required.

Initial "settling" time of all circuit parameters within the EC22 requires approximately
5 to 10 minutes. The automatic muting circuitry timer is adjusted for about one minute.
(This is because recurrent interruption "settling" time is much less. You would not
want to wait for 5-10 minutes each time such an interruption occurred.)

The Mute/Operate Switch allows manual disabling of the EC22 outputs when changing
connections. Use of this switch will minimize stress on your amplifier even if it

is "off." It is also highly recommended that manual muting be employed during the
initial one minute warm-up period as well as during turn-off for maximum protection.

While it is true that the automatic muting will provide reasonably adequate protection
against speaker damage during these periods, it has Timitations. At the one minute
point the automatic timer "releases" the output, and since full subsonic stabilization
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has not yet occurred, some sonic unpleasantness may occur. Although this is normally
adequate protection, utilization of the manual mute provision will completely avoid
this stress to your speakers, as well as the associated sonic unpleasantness.

Some solid-state power amplifiers have a DC offset present at their input connections.
(This, of course, should not be.) Operation of the manual muting switch with such an
amplifier connected will result in a "click" or "pop" in your loudspeaker (commensurate
in level with the amount of the offset) each time the switch is activated. Repair or
replacement of such amplifiers is suggested.

The automatic muting operates as follows:

1. The manual mute switch always disables all outputs (except "Direct") and overrides
any automatic provisions, even when the EC22 is turned off. (The "Operate" position
of the manual mute switch is functional only when the unit is not in the automatic
mute mode.)

2. The one minute warm-up timer will restart automatically and the LED will dim if
the power is temporarily interrupted for 0.1 second or more. Note: Power supply
regulation of the EC22 is effective down to 95VAC without serious sonic degredation.

3. The automatic muting of the EC22 is designed to be effective only against power
line interruptions and power line failures. It will not mute against subsonic signal
transmissions from your input source. Proper fusing of speakers is essential to
protect against excessive audio level or power amplifier faults.

SYSTEM SHUT-DOWN:

1. Turn preamp gain down and activate preamp "Mute" switch; optionally, set EC22
mute switch to "Mute."

2. Deactivate power amplifiers.
3. Set EC22 Power Switch to "Off" position.
4. Deactivate preamplifier.

5. Deactivate all input sources.

CROSSOVER POINTS AND SLOPES:

Your EC22 electronic crossover is a two-way design, and uses active circuitry to
separate the Right and Left channel input signals into treble and bass ranges of
operation. Factory-installed, plug-in circuit modules determine the actual crossover
frequencies and 6, 12 or 18dB slopes (rate of rolloff) for your particular speaker
system. One module is Tocated in each channel, attached to the main circuit board by
gold-plated connectors.

Should you choose to change speaker systems, or require a new set of frequencies

and slopes for any other reason, new modules can be ordered from the factory for easy
installation by your Audio Research dealer. Contact your dealer, or the Audio Research
Customer Service Department, (612) 566-7570, for suggested retail prices and further
information.
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Loudspeaker manufacturers usually have specific recommendations for the crossover
frequencies and slopes which optimize the performance of a given module with an
external active crossover. Be aware of these recommendations before you order
new plug-in modules for your EC22.

SERVICING

Because of its careful design and exacting standards of manufacture, your EC22
should normally require only minimal routine service to maintain its high level of
performance.

CAUTION: Your EC22 contains sufficient levels of voltage and current to be lethal.
Do not tamper with a component or part inside the unit. Refer any needed service
to your authorized Audio Research dealer or other qualified technician.

At the back of the Manual you will find a schematic diagram for your EC22 which
includes component reference numbers. Your service technician will require this
information when servicing your unit.

CLEANING

To maintain the visual appearance of your EC22, occasionally wipe the front panel
and top cover surfaces with a soft, damp (not wet) cloth to remove dust. A mild,
non-alkaline soap solution may be used to remove fingerprints or similar smudges.
Cleaners containing abrasives should not be used as they will damage the "brushed"
grain of the front panel finish.




3-YEAR LIMITED WARRANTY TERMS AND CONDITIONS

1. LIMITED WARRANTY. Audio Research warrants the product designated herein to be
free of manufacturing defects in material and workmanship, subject to the conditions
hereinafter set forth, for a period of three (3) years from the date of purchase

by the original purchaser or no later than five (5) years from the date of shipment
to the authorized Audio Research dealer, whichever comes first, excepting vacuum
tubes which are warranted for 90 days only (See 6), as applicable.

2. CONDITIONS. This Warranty is subject to the following conditions and Timitations.
The Warranty is void and inapplicable if the product has been used or handled other
than in accordance with the instructions in the owner's manual, abused or misused,
damaged by accident or neglect or in being transported, or the defect is due to the
product being repaired or tampered with by anyone other than Audio Research or an
authorized Audio Research repair center. The product must be packed and returned

to Audio Research or an authorized Audio Research repair center by the customer at

his or her sole expense. Audio Research will pay return freight of its choice. A
RETURNED PRODUCT MUST BE ACCOMPANIED BY A WRITTEN DESCRIPTION OF THE DEFECT AND A
PHOTOCOPY OF THE ORIGINAL PURCHASE RECEIPT. This receipt must clearly list model

and serial number, the date of purchase, the name and address of the purchaser and
authorized dealer and the price paid by the purchaser. Audio Research reserves the
right to modify the design of any product without obligation to purchasers of previously
manufactured products and to change the prices or specifications of any product without
notice or obligation to any person.

3. REMEDY. 1In the event the above product fails to meet the above Warranty and
the above conditions have been met, the purchaser's sole remedy under this Limited
Warranty shall be to return the product to Audio Research or an authorized Audio
Research repair center where the defect will be rectified without charge for parts
or labor, except vacuum tubes (See 6), as applicable.

4, LIMITED TO ORIGINAL PURCHASER. This Warranty is for the sole benefit of the
original purchaser of the covered product and shall not be transferred to a subsequent
purchaser of the product.

5. DURATION OF WARRANTY. This Warranty expires on the third anniversary of the
date of purchase or no later than the fifth anniversary of the date of shipment to
the authorized Audio Research dealer, whichever comes first.

6. DEMONSTRATION EQUIPMENT. Equipment used by an authorized dealer for demonstration
purposes is warranted to be free of manufacturing defects in materials and workmanship
for a period of three (3) years from the date of shipment to the dealer. Vacuum tubes
are warranted for 90 days, in applicable products. Demo equipment needing warranty
service must be packed and returned to Audio Research by the dealer at his sole
expense. Audio Research will pay return freight of its choice. A returned product
must be accompanied by a written description of the defect on an AUDIO RESEARCH
RETURNED GOODS AUTHORIZATION form. Dealer-owned demonstration equipment sold at
retail within three (3) years of date of shipment to the dealer is warranted to the
first retail customer to be free of manufacturing defects in materials and workmanship
for the duration of the 3-Year Limited Warranty remaining (as measured from the

date of shipment of the equipment to the dealer). Vacuum tubes are not warranted for
any period under these conditions of sale. In the event warranty service is needed
under these conditions, the owner of the equipment must provide a copy of his purchase
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receipt, fulfilling the requirements described under "2". Conditions" above. The
product must be packed and returned to Audio Research or an authorized Audio Research
repair center by the customer at his or her sole expense. Audio Research will pay
return freight of its choice.

/. MISCELLANEOUS. ANY IMPLIED WARRANTIES RELATING TO THE ABOVE PRODUCT SHALL BE
LIMITED TO THE DURATION OF THIS WARRANTY. THE WARRANTY DOES NOT EXTEND TO ANY
INCIDENTAL OR CONSEQUENTIAL COSTS OR DAMAGES TO THE PURCHASER. Some states do
not allow Timitations on how long an implied warranty lasts or an exclusion or
limitation of incidental or consequential damages, so the above Timitations or
exclusions may not apply to you. This Warranty gives you specific legal rights,
and you may also have other rights which vary from state to state.

8. WARRANTOR. Inquiries regarding the above Limited Warrahty may be sent to the
following address:

Audio Research Corporation
6801 Shingle Creek Parkway
Minneapolis, MN 55430

WARRANTY OUTSIDE THE USA

Audio Research has formal distribution in many of the countries of the free world.
In each country the Audio Research Importer has contractually accepted the
responsibility for product warranty. Warranty should normally be obtained from
the importing dealer or distributor from whom you obtain your product.

|
|
In the unlikely event of service need beyond the capability of the Importer,
Audio Research does, of course, back up the warranty. Such product would need
to be returned to Audio Research, together with a photostatic copy of the bill
of sale.



audio research corporation

6801 SHINGLE CREEK PARKWAY
MINNEAPOLIS, MINNESOTA 55430
AREA CODE 612/ 566-7570

EC22 ELECTRONIC CROSSOVER SPECIFICATIONS

Frequency Response:
+,5dB, .1Hz to 100kHz
-3dB points below .02Hz and above 450kHz

Distortion:
Less than .01% at 1V RMS output. (Typically Tess than .005% in midband)

Gain:
Input to Direct output: 0dB Inputs to Bass output: +9, -10.5dB
Input to treble output:  0db

Input Impedance:
50K ohms

Output Impedance:
250 ohms main output. - Recommended load 60K ohms and 100pF. (20K ohms
minimum and 1000pF maximum)

Maximum Input:
15V maximum

Rated Outputs:
1V RMS 5Hz to 50kHz, all outputs 100K ohm Toad (main output capability is
17 RMS output at 1/2% THD at 1kHz into a 100K ohm load with 17 RMS input)

Power Supplies:
Electronically-regulated low and high voltage supplies.
Shielded toroid transformer. Line regulation better than .01%

Noise:
l.ess than 1luV RMS maximum residual unweighted wideband noise at main output.

(120dB below 1V RMS output)

Power Requirements:
100-135VAC 60Hz (200-270VAC 50/60Hz) 55 Watts maximum

Dimensions:
19" (48cm) W x 5 1/4" (13.4 cm) H (standard rack panel) x 10 1/4" (26 cm) D.
Handles extend 1 5/8" (4.1 cm) forward of front panel. Rear chassis fittings
extend 7/8" (2.3 cm)

Weight: ‘
12 1bs. (5.5 kg) Net; 20 1bs. (9.5 kg) Shipping

@HIGH DEFINITION
SOUND EQUIPMENT



