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Thank you for choosing the GSi75 to be a part
of your high performance music listening
system. Since 1970, Audio Research has
been creating some of the world’s finest
audio equipment. Each piece is handcrafted
in Minnesota, and has been designed to
provide many years of listening enjoyment.

We understand you are eager to begin
listening; however, please take a few
minutes to read through this guide for
useful information concerning the operation
of your new integrated amplifier. Once Tha n k You 5
installed, please allow an appropriate break-
in period to fully appreciate the benefits
this amplifier will provide to your system.

After reading the user guide, if you have any
further questions regarding your integrated
amplifier, contact your dealer or Audio Research
customer service - they will be happy to help
you make the most of your new component.

Happy Listening!
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Warnings

To prevent fire, or shock hazard, do not
expose your GSi75 to rain or moisture.

Do not place objects containing water on top of this unit.

This unit contains voltages which can cause serious injury
or death. Aside from the tube cover, do not operate
with covers removed. Refer servicing to your authorized
Audio Research dealer or other qualified personnel.

The detachable power cord on your GSi75 is equipped
with a heavy gauge, 3-conductor cable and a standard
three-prong grounding plug. For absolute protection,
do not defeat the ground power plug. This provides
power line grounding of the GSi75 chassis to provide
absolute protection from electrical shock.

The appliance coupler (a.c. power connector)
at the rear of this unit must be accessible
for emergency power disconnect.

The GSi75 is shipped with a protective, ventilated
cover. While the cover may be removed, its
use is recommended to prevent accidental
contact with the hot vacuum tubes.

For continued protection against fire hazard,
replace the fuse only with the same type and
rating as specified at the fuse holder.

The power button on the front of this unit, when
off, does not disconnect all power from this
unit. This unit is in sleep mode when not on.

This unit is RoHS compliant.

A note about packaging...

Save all packaging in a dry place away from fire hazard.
Your CSi75 integrated amplifier is a precision electronic
instrument and should be properly cartoned any time
shipment is made. You may not have occasion to
return your unit to the factory for service, but if that
should prove necessary, or other occasion requiring
shipment occurs, the original packaging will protect
your GSi75 from unnecessary damage or delay.



Installation

Before operating the GSi75 e

This unit has been shipped with the vacuum tubes
installed in protective foam in separate boxes packed
inside the shipping carton. Included are two matched o0
pairs of KT150 power output tubes and two 6H30 tubes. Seo
Remove the tubes carefully from the protective foam. 3 o
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To remove the top cover o S

Use a phillips-head screwdriver to remove the fastening
screws from the front and back edges of the tube cover = - % -
(you do not need to remove any screws from the side
panels of the cover). Note that the screws between
the tube cover and transformer cover can be difficult
to reach; the included screwdriver will reach them as
well as provide a magnetic tip to remove the screws.

Once all of the screws have been removed, carefully _

lift the cover away from the chassis making goo
sure not to scratch the other surfaces. sl
After removing the top cover and the vacuum tubes @ ® ® ®

packed in protective foam, see the accompanying f
illustration for instructions on installing the tubes for L L

your GSi75 in their proper locations in the chassis. Note ] [ ]
that the numbers written on each tube correspond
to a 'V’ number etched on the chassis next to each
tube socket. Insert each tube firmly, carefully aligning
the tube pins with the corresponding socket holes.

Note

Double damping rings are installed at the factory and
positioned on each 6H30 tube for maximum sonic
performance.



Installation

In your system It is normal for a vacuum tube power amplifier to run

To insure normal component life and safe operation quite warm, and if used for prolonged periods, hot
this unit must be operated only in an upright to the touch. All components within are, however,
position. Adequate airflow and proper cooling operated at safe, conservative levels and will not
can occur only if there is no restriction above be improperly affected thereby, providing the
and behind the unit and on either side. requirements outlined above are adhered to.

The special non-marring elastomer feet provide Do not stack components or other objects directly on top
adequate spacing and stability only on a smooth, of the GSi75.

hard surface, and also assist to isolate the amplifier
from spurious vibrations. For upright stability and
best performance, never operate the unit while it is
sitting on a soft surface such as a thick rug or carpet.

Due to its weight, this amplifier must be supported
on a surface specifically rated for such a load. Check
with the manufacturer of your support system
to be sureitis rated to handle this weight.

If the unit is to be operated in an enclosure such as an
equipment rack, make certain that adequate airflow
above and to each side of the unit is provided.

The ‘ambient’ operating temperature should never
exceed 120 F or 49 C. Improper installation will
cause premature tube failure and will affect your
warranty, as well as the service life of the unit.
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Connections

Input Connectors

The GSi75 provides four pairs of single-ended, analog input
connectors: SE1- 3, and PHONO, and three digital input
connectors: USB, TOS, and RCA. Please note that input
SE3 can be selected as a unity gain ‘processor’ input; in
this case, SE3 should only be connected to a component
with a volume control (such as a home theater
processor). For further information about the SE3
processor mode, see the section ‘Processor’ on page 16.

Note

The phono stage of the GSi75 has two gain settings
of 45 and 62 dB; please keep this in mind when
selecting a phono cartridge to pair with your
preamplifier. For further information about
connecting a turntable, please see page 22.

Output Connectors

Heavy-duty output terminals are provided on the rear
panel for 4 or 8-ohm speaker impedance loads. Using
high-quality speaker cables, securely fasten the (-)
speaker lead to the ‘O’ (black) terminal, then the
(+) lead to the ‘4’ or ‘8’ (red) terminal. Follow your
speaker manufacturer’s impedance specification to
determine if you should use the 4 - or 8 - Ohm tap.

The GSi75 puts out the same amount of power
whether the 4 or 8-ohm terminals are used.

RS-232 Connection
The RS-232 connection allows for remote control via
systems such as Creston or other automation systems.

IR Input
The IR input can be used to link the GSi75 to an IR repeater
system with a standard mono 1/8"” connector.

Matching

Itis important to use as close as possible an
impedance match between the amplifier and speaker
for optimum transfer of power to the speaker
with minimum distortion. In the case of speaker
systems with significant variations in impedance
throughout the frequency spectrum, such as most
electrostatic types, determine the best impedance
match empirically for best overall sonic results.



Connections

A.C. Power Connection

It is important that the CSi75 be connected via its
supplied 20 amp IEC 12-gauge power cord to a
secure, dedicated A.C. power receptacle. Never
connect to convenience power receptacles on other
equipment. Only use the power switch on the front
of the GSi75 for On/Off control of the amplifier.

The AC power source for the GSi75 amplifier should
be capable of supplying 10 amperes for 100 or 120
volt units, or 5 amperes for 220 or 240 volt units.

For the very best performance on 100 or 120 volt
circuits, the GSi75 should be connected to its own
AC power circuit branch, protected by a 15 amp
breaker. The other audio equipment should be
connected to a different power circuit and breaker.

The GSi75 should be turned on after the other
components of your system. If the GSi75 is turned
on before other components, the amplifier will
amplify any extraneous turn-on noises those
components might generate, which could potentially
damage the loudspeakers. Good operating practice
dictates that the amplifier should be turned on
last, and turned off first in an audio system.

10

The GSi75 uses a grounding system that does not require
a ground-lifter adapter plug on the A.C. power cord to
minimize hum. The power cord supplied with the GSi75
has a standard grounding plug to provide maximum
safety when properly connected to a grounded wall
receptacle. If thereis any question regarding proper
grounding procedures in your installation, seek help
from a qualified technician. Caution should be taken
before using custom after-market power cords: they

must be at least 12-gauge and have a standard grounding

plug properly installed. These power cords are to be
used with caution, at the sole risk of the owner.

If other AC powered equipment is used with the GSi75
it may be necessary to use ‘ground lifter’ adapters
on the power plugs of that equipment to minimize
system hum. Generally, the lowest hum is achieved
when the only direct connection between audio
common ‘ground’ and true earth ground occurs in the
preamplifier, through its grounded power cord. Other
equipment in the system should have some form of
isolation to prevent ground loops and associated hum.



audio research

HIGH DEFINITION®



Operation
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Operation

Start-Up

 Secure all rear-panel connections between GSi75, input
sources, and speakers.

 Plug three-prong power cord from rear of chassis
into grounded A.C. wall outlet. The Power switch
defaults to ‘off’ when the unit is plugged into a power
receptacle.

 Press power switch (either on the remote or front
panel). The amplifier will begin the warm-up sequence,
which lasts approximately 45 seconds, during which
'MUTE' will flash on the display. After the warm-up
sequence is complete, the unit will be muted. Depress
the front panel ‘"MUTE' button or the Mute button
on the remote to initiate normal operation. You may
depress the Mute button prior to the unit completing
the warm-up cycle; ‘"MUTE OFF’ will flash on the display
until the warm-up cycle is complete.

 Select input source and adjust the volume as necessary.

example of display after warm-up sequence is
complete.
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Shut-Down

« Activate ‘'MUTE’ function.
» Press Power switch to ‘off".
 Turn off input sources.

Break-in

All quality stereo equipment benefits from a break-in
period; during this time, the various components, wiring
and solder connections change as electrical signals pass
through them. While your GSi75 will sound fantastic
out of the box, it will only improve with continued use.



Operation

Front Panel Controls

The GSi75 has two microprocessor-driven rotary controls
and five buttons (Power, Menu, Mono, Speaker Off, and
Mute).

Left Rotary control (Input Select)
Select input by rotating the control to the left or right. The
screen displays the current input at the top left.

Right Rotary control (Volume)

Adjust volume (output level) up or down for both L
and R channels. Volume control is also selectable via
VOL UP and VOL DN buttons on the remote control.
Volume adjustment is indicated in the display window by
numeric digits on 0-103 scale.

Do not turn volume up beyond normal listening levels
when ‘mute’ is engaged to avoid unexpected or possibly
damaging sound levels. Reduce volume level whenever
changing input sources, even when muted.

Power On/Off

Supplies power from A.C. wall outlet to the GSi75;
indicated by active display window. The GSi75 requires
approximately 45 seconds to warm up; this time is
required to stabilize the vacuum tubes. See ‘Start-Up
Procedure’ on page 11 for details.
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Menu

The menu button enters the setup menu of the GSi75 to
allow customizing certain settings of the integrated
amplifier. See page 15 for further details about using the
setup menu.

Mono
Toggle between Stereo and Mono output.

Speaker Off

Toggle between the speaker outputs and the headphone
jack, located on the right side of the unit. Please note
that the GSi75 maintains individual volume settings for
the speaker and headphone outputs.

Mute

When activated, Mute electrically disables all output of
the GSi75; indicated by ‘"MUTE' in display window. This
control should be activated before switching inputs,
changing connections or shutting down your audio
system to help protect your amplifier and speakers from
unexpected signal pulses. When deactivated, ‘MUTE’
disappears from the display window allowing normal
operation.



Remote Only Functions

In addition to the controls found on the front
panel, the remote control offers access to the
following additional features of the GSi75.

Display Brightness Adjustment

The front panel display has six brightness settings, as
well as the ability to dim the display completely. To
change the brightness, use the '‘DSP UP’ or ‘DSP DN’
buttons on the remote. Note that when the display
is completely dimmed, a small illuminated square
in the middle of the display appears after 6 seconds
of inactivity to indicate the unit is powered on.

Hours

Pressing the ‘HOURS' button will display the total
accumulated hours of operation for the GSi75. This
is useful to determine the approximate number
of hours the vacuum tubes have been in use.
After five seconds, the display will revert to the
normal operation screen. After replacing vacuum
tubes, the hours counter should be reset (see
instructions under ‘Settings Menu’ on page 17).

Operation
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Cartridge Impedance

The load button allows you to change the input
impedance associated with the ‘Phono’ input; this
feature only operates when the ‘Phono’ input is selected.

To match the impedance of the GSi75 with your
cartridge, refer to the specifications included
with your phono cartridge. If no impedance
is indicated, contact the manufacturer.

If your cartridge impedance is different from the five
settings offered on the GSi75, select the number
which is closest to that of your cartridge.

Gain

The gain button allows you to change the gain
for the ‘Phono’ input; this feature only operates
when the ‘Phono’ input is selected.

Note

Because it offers an additional gain stage, the Phono
input should only be used with a turntable. Connecting
another source, such as a CD player or TV to this
input, may cause significant distortion which can
cause serious damage to your amplifier or speakers.

Both the gain and cartridge impedance functions are
only operable when the Phono input is selected.



Operation

Remote Only Functions, continued Balance
The Balance control adjusts the output from center
Sample position to the left or right channels, which in
The sample button will switch the DAC in the GSi75 turn will shift the center point of the sonic image.
between native rate sampling (whatever the bit rate This is useful in the event the main listening
of the original signal is) and upsampling when using position is not centered between the speakers,
the digital inputs. The upsampling feature will use an or can help with certain room anomalies.
integer multiplier (with no quantization) to a sampling To adjust the balance, press the ‘BAL L' or ‘BAL
frequency of 352.8 kHz (all multiples of 44.1kHz) or 384 R’ button on the remote. The balance scale will
kHz (all multiples of 48 kHz). The upsampling circuit appear at the bottom the display, and the indicator
will not upsample to DSD. An LED to the left of the block will move in the selected direction:

display indicates whether upsampling is on or not.

Filter

The DAC in the GSi75 has two different filter settings
- fast and slow. These two settings represent the
filter curves available for playback. While there
is not a single ‘correct’ setting for the filter, you
may find you prefer the sound of one filter over
the other on different recordings. LEDs on the left

Balance scale in center position

of the display indicate which filter is selected. Balance scale shifted left
After five seconds of inactivity, the balance scale
Bias will disappear from the screen. If the balance
The bias button enters the GSi75 into bias adjust has been shifted to the right or left, 'R+’ or
mode; for further details on how to properly ‘L+" will appear at the bottom left corner.

check and adjust bias, please see page 21.
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Operation

Settings Menu

The GSi75 has been designed with a simple, intuitive
menu to allow you adjustment of several features of
the amplifier. To enter the menu, press the ‘MENU’
button on the remote or front panel. If no further
interaction with the amplifier or remote is taken for five
seconds, the GSi75 reverts back to its normal operation
screen. Continuing to press the ‘Menu’ button will
toggle you through the different setting options:

RAERL

ST

Pressing the ‘Menu’ button will enter the GSi75
into the Settings Menu. Pressing repeatedly will
toggle through the menu options.

While a menu item is displayed, rotating the volume

knob on the front panel, or using the volume up/down
buttons on the remote, will adjust the settings of that
particular selection. After making the appropriate
change, pressing the ‘MUTE' button will confirm the new
setting, and the display will show ‘OKAY’ for five seconds
before reverting back to the normal operation screen.

For example:

AUTO SHU

Press ‘"MENU’ until desired menu item is
displayed

ST

Turn volume knob or use volume up/down
buttons on remote to make change

1LYy

Press ‘MUTE’ button to confirm change

After five seconds, display reverts to normal
operation screen



Operation

Settings Menu continued... Processor On/Off
The SE3 input of the GSi75 can be selected as a standard,
Auto Shutdown volume-controlled input like the other inputs, or it
The GSi75 is equipped with an auto shut-off feature, can be set as a ‘unity gain’ processor input. This is
designed to turn the integrated amplifier off after a useful when combining the GSi75 with a multichannel
period of time during which it is not used. The auto shut surround sound processor to maintain the same
off feature senses any interaction with the GSi75, such as speaker/amplifier system for left and right channels.
button presses, changing the volume, remote usage, etc. To use SE3 as a processor input, connect the left and
To change/disengage the auto shutdown feature, press right output channels from your surround sound
the ‘"MENU'’ button until the AUTO SHUTDOWN' processor to the left and right SE3 inputs. Press the
screen is displayed. Using the volume knob on the ‘MENU’ button until ‘PROCESSOR' is displayed:

front panel, or the volume up/down buttons on the
remote control, you have the option for ‘off’ (no auto
shutdown) or 1-8 hours. Once you have made a selection,
press ‘'MUTE' to confirm. The display will show ‘OKAY’

before reverting back to the normal operation screen. Turn the front panel volume knob, or press the
volume up/down buttons on the remote to
Note change the setting to ‘PROCESSOR ON':

The auto shutdown feature is not in the audio signal path
and has no deleterious sonic effect on music playback.

18



Operation

Confirm the setting by pressing the ‘"MUTE’ button, Turn the front panel volume knob, or press the
and the display will show ‘OKAY’ before reverting volume up/down buttons on the remote until
back to the normal operation screen. Now when the display reads 'TUBE HOURS RESET":

SE3is selected, it will display ‘PROCESSOR' and

the volume control will be disengaged: TUBE HOURS
MUTE T0O

Press the ‘MUTE' button to confirm, and
the display will read ‘'CONFIRM?":

Tube Hours TUEBE HOURS

The tube hours display shows the accumulated CONFIRM ?
time the GSi75 has been powered on. This is useful
for determining the number of usage hours of Then press ‘"MUTE' a second time to reset the counter.
the installed vacuum tubes. After approximately The display will show ‘OKAY"’ for five seconds before
3,000 hours for the KT150, or 4,000 hours for the returning to the normal operation screen.

6H30, the vacuum tubes should be replaced and
the tube hours counter should be reset to zero.
To reset the tube hours counter, press the ‘"MENU'

Note
Once the hour counter has been reset, the total
button until ‘TUBE HOURS' is shown. accumulated hours can not be recalled.

19



Operation

Settings Menu continued...

Volume Reset

The GSi75 has been designed to remember the individual
volume settings for each input, and it will also remember
them after a power cycle. You can choose to turn off this
feature in the event you are concerned about accidental
excessive volumes from a previous listening session.

To change the status of the volume reset feature, press the
menu button until the display reads "VOLUME RESET":

Using the volume knob, or up and down volume buttons
on the remote control, change the status to On or Off:

After selecting your desired setting, press the Mute
button to confirm the selection. 'OKAY’ will be
displayed for five seconds and your setting is saved.

20

Using the Headphone Output

The headphone output of the GSi75 has been
designed to accommodate a wide range of
headphone designs and should provide excellent
results with most any headphone.

To use the headphone output, locate the 4" headphone
jack on the right side of the GSi75 (when looking at
the front panel). Connect headphones, and on the
front panel, press the speaker/headphone button, or
press the 'SPKR OFF’ button on the remote control. An
LED to the right of the display window will illuminate
when the headphones are selected. Sound from
the main speaker outputs is muted. You may leave
your headphones connected and use the speaker/
headphone button to toggle between the two.



Operation

Output Tube Bias Adjust

As shipped from the factory, the output ‘bias’
adjustments are set for a nominal 65mA per KT150
tube. Under these idle conditions the tubes are each
dissipating approximately 27 watts of their 70 watt
rating. This point of operation provides ‘enriched’
Class AB1, and will satisfy the most critical listener.

For best results, operate and adjust the GSi75 at the
voltage specified for your unit. Adjustment must be
made under zero-signal conditions after at least 15-
20 minutes of uninterrupted stabilization time.

To adjust bias, press the ‘BIAS’ button on the front
panel. Using the supplied plastic bias adjustment tool,
locate the appropriate adjustment pot on the side
of the amplifier, immediately behind the front panel.
Insert the adjustment tool into the pot corresponding
to the 'V’ number selected with the ‘Bias/Operate’
knob. Slowly turn the adjustment tool, watching the
number readout on the front panel display. Continue
to adjust the bias until the number reads 65 mA.

21

Once you have made the adjustment, press the ‘BIAS'
button again to advance to the next tube to check
that the bias of the slaved tube is also within the
acceptable bias region on the meter. Continue to the
next adjustment tube, and repeat the operation.

Please note there may be slight variances between
each tube; this is normal. Though the output tubes
of your amplifier are carefully matched before
installation at the factory, small changes can
occur over the life span of the vacuum tubes.

If the bias difference between the two output tubes can
not be maintained within an acceptable range, one
or more of the output tubes may need replacement.
Contact your dealer or email the Audio Research
service department at service@audioresearch.
com for a replacement set of output tubes.

Display showing bias information



Operation

Using a Turntable

The GSi75 is equipped with a high performance, flexibile
phono stage to allow direct connection of a turntable.
The adjustable gain and impedance settings allow a wide
range of phono cartridges to operate with the GSi75.
Note that the ‘GAIN" and ‘LOAD’ buttons on the remote
only function when the PHONO input is selected.

Gain

The GSi75 offers two levels of gain; which one is best for
you will depend on the output voltage of your cartridge.
For the high gain setting, usually the best sound
performance occurs when the high gain setting is used
for cartridges below 1mV.

To change the gain, simply press the ‘GAIN’ button on the
remote control. The display will show which gain stage
is currently being used. Press the ‘GAIN’ button again
to toggle to the other setting. The GSi75 will switch
instantly between gain settings; after six seconds, the
unit will revert to the operation screen.

The GSi75 incorporates “Smart Gain”, so that after the
gain setting is changed the main volume control is also
brought to an appropriate setting, this minimizes any
pop sound or an extremely high output that might stress
the speakers.

Example of phono gain stage set to ‘HIGH’

22

Impedance

The GSi75 phono stage has five different impedance
settings to best match your cartridge: 100, 200,
500, 1k, and 47k Ohms. Consult your cartridge
manual (or contact the manufacturer) to
determine the impedance of your cartridge, and
then select the closest number on the CSi75.

To change the impedance, press the ‘LOAD’ button on
the remote control. The current setting is displayed.

Pressing the ‘LOAD’ button again will toggle the
impedance setting to the next option.

Continuously pressing the 'LOAD’ button will
cycle the phono stage through each setting:
100, 200, 500, 1k, 47k. Stop pressing when the
desired setting is reached. After five seconds, the
display will revert to normal operation mode.

Note

When pairing a cartridge to use with your system, Audio
Research recommends a phono cartridge within an
output voltage range of 0.5 mV to 10 mV.



Operation

Using the Digital-to-Analog Converter (DAC) To change the digital filter setting, press the

The GSi75 is equipped with a high-resolution, low ‘FILTER' button on the remote control. The LEDs
jitter DAC to allow direct digital connections to to the left of the display will indicate whether
devices with digital outputs. The GSi75 accepts the ‘fast’ or ‘'slow’ digital filter is engaged.
SPDiF (RCA and Toslink) and USB digital inputs
with resolutions of 44.1/16 to 384/24, as well as Upsampling
DSD and DXD. The DAC also offers upsampling to The DAC of the GSi75 offers native rate upsampling;
352.8 or 384kHz, and two digital filter curves. that is, it upsamples to an integer multiple of the

To use the DAC, connect the digital output from a original bitstream. The DAC offers two different
source device into one of the digital inputs of the clocks to ensure no quantization errors during the
GSi75. Use the input knob on the front panel, or the upsampling process. Signals of 44.1 kHz and its
direct input buttons on the remote, to select the multiples will upsample to 352.8 kHz, and signals of
connected input. The display will show the selected 48 kHz and its multiples will upsample to 384 kHz.
input and, at the top center, the sampling rate of the To use the upsampling, simply press the ‘SAMPLE’
incoming signal (or the upsampled frequency). button on the remote. An LED to the left of the

display will illuminate when upsampling is engaged,
and the sampling rate on the display will show the
upsampled frequency. To return to the native sampling
frequency, simply press the ‘SAMPLE’ button again.

TR
8. H

Filter
The DAC in the GSi75 has two digital filter settings. Note: Upsampling is not available for DSD files.
These two settings offer different frequency curves
at the digital filter, and provide the listener the
option to choose which setting they prefer.
Please note: there is no ‘correct’ or ‘off’ setting
for the filter. All digital circuits are designed
with a digital filter, and in a fixed design,
the choice was made by the designer.

4 1

Display showing upsampled sampling rate
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Windows Software Installation

Operation

To utilize the USB connection on the GSi75, the connected

computer must have driver software installed.

Note: if you are using an Apple computer running
Mac OS, you do not need to install any software.

Software Installation

Before beginning, locate the software disc packaged with

your GSi75, or visit our website (www.audioresearch.
com) and click on ‘Downloads’ to get the most
current version of the driver. Once you have the .zip
file, double click to expand it. Navigate the newly
expanded folder to located the ‘setup.exe’ file:

4 setup
ﬁv usbpalspy

4/24/2015 3:25PM

4/24/2015 3:25PM
4/24/2015 3:25PM

Application
Configuration settings

Application

376 KB

Name = | Date modified | Type | Size |
=4 dacusb 4/24/2015 3:25PM Security Catalog 12KB
4 | dacusb 4/242015 3:25FPM Setup Information 8KB
|%| dacusb.sys 4/24/2015 3:25FM System file 325KB
=/ dacusb_x&4 4/242015 3:25PM Security Catalog 12KB
4 | dacusb_x64 4242015 3:25FM Setup Information 8KB
%] dacusb_x54.5ys 4/24/2015 3:25FM System file 362 KB
|| dacusbap.ihx 4232015 7:38 AM IHX File 27 KB
|%| dacusbasio.dll 4/24/2015 3:25FM Application extension 145 KB
|%| dacusbasio_x&4.dll 4/24/2015 3:25PM Application extension 175KB
|| dacusbef. bin 2/5/2014 8:50 AM BIM File 71KB
. dacusbepl 4/24/2015 3:25FM Application S573KB
=/ dacusbks 4/242015 3:25PM Security Catalog 11KB
4 | dacusbks 4242015 3:25FM Setup Information 6KB
%] dacusbks.sys 4/24/2015 3:25FM System file 42 KB
=/ dacusbks_x64 4/242015 3:25FPM Security Catalog 11KB
4% | dacusbks_x64 4/24/2015 3:25FM Setup Information 6KB
|%| dacusbhks_x64.sys 4/24/2015 3:25PM System file 51KB
|| dacusblz.ihx 4232015 7:38 AM IHX File 18 KB
[ dacusbsve 4/24/2015 3:25FM Application 133KB
| ReadMe 4232015 8:14 AM Text Document 1KB
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Double-click or ‘run’ the program. The next window will
begin the installation process:

Welcome to the DAC USB Dniver

=1oix|

v1.35.24 Setup Wizard

This wizard will guide you through the installation of DAC USB

Driver v1.35.24.

N
®

Click next. Note that if a previous version of the Audio
Research DAC driver has been installed, the computer
will alert you before removing and installing a new

version:

Confirm uninstallation of DAC USB

Driver v1.35.24

DAC USE Driver v1.35.24 s currently installed on this

system, If you continue, the existing version will be
uninstalled.

Click Next to continue.

N
&)

=loix|

< Back I Next > I

Cancel |

After clicking next again, it wi

[l ask you for a destination

folder. Please choose the correct folder (or use

the default suggestion) and
installation.

click next to begin the



Setup
Installing
Please wait while DAC USB Driver v1.35.241s being installed.

=1

£

This may take some time to complete. Please wait ...

Preparation.

Uninstaling current version.
This may take seme tine to complete, Please wait ...

< Back | Tiext = I

Canice| |

The GSi75 will proceed through the install process,

and the dialog box on the screen will keep you
updated on the progress. Once installation is

complete, you will receive a confirmation notice:

Setup
Installation Complete
Setup was completed successfully.

=1

#

e

Execute: 'Ci\Program Files\audioResearch'\dacusb_Driver\dacusbsve exe’ -nstall

Waiting ...

Execute: 'Ci\Program Fies\AudioResearch\dacusb_Driver\dacusbsve.exe’ -start

Waiting ...

Execute: "C:Program Files\AudioResear chidacusb_Driver\dacusbepl.exe” -hide

Preinstallation was successful. Click Next to continue.

=

J

% Back I Rext > |

ol |

Once the install is complete, you will be prompted

to disconnect the GSi75 (if it has been connected)

and to finish the installation program.

Operation

Setup

Completing the DAC USB Driver
v1.35.24 Setup Wizard

Please disconnect and reconnect the devices you

want to install and tumn them on.

=1

< Back

If you do not connect the GSi75
you again to connect the unit

Setup

Completing the DAC USB Driver
v1.35 24 Setup Wizard

Please disconnect and reconnect the devices you

want to install and tumn them on.
=

@=% To complete the driver installation, you need to disconnect and
{ | reconnect your device. Do you want to exit this wizard now and
connect the device later?

= =1

I [mf o3

, the installer will prompt
to complete installation.

< Back Einish

Once the installation is complete and the GSi75 is
connected to your computer, you may use your
favorite music management software to play music.
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Configuring the DAC for Windows

Once the driver is installed on your computer,
first check to ensure the GSi75 is connected and
operating properly. Please note that in order for
the computer to see the GSi75, the unit must be
powered on. Open up the Control Panel on your
computer, and click on ‘Device Manager’ to expand:

18 Computer

§ DACUSB Devices

i Disk drives

K Display adapters

-4} DVD/CD-ROM drives

ﬁ Human Interface Devices
rs

IDE ATA/ATAPI cor
‘? 1EEE 1394 Bus hos
I3 Imaging devices
- & Junge

-
wigs HDwE
=

copyT=

niversal Serial Bus controllers

Operation

Expand ‘DAC USB Devices':

Fie Acton View Help

Lo Aol 7 Nl )

E]
& atmel
Eatteries
18 Computer
- § DAC USB Devices
§ DACUSE Device
g Disk drives
a

<4 DVD/CD-ROM drives
ﬁ Human Interface Devices

j IDE ATA/ATAPI controllers
Lf IEEE 1394 8us host contrallers
= .

aging devices

18 System devices
§ Universal serial Bus controllers

'DAC USB Device’ should be present; this confirms
the ASIO driver is functioning properly and the
GSi75 and computer can see one another. Now
check that the WDM driver is functioning. Click

on ‘Sound, Video and Game Controllers’:

ol ]
File Acton View Help

&= = H 0

E]
-B Atmel
5 Eatteries
78 Computer
E- § DAC USB Devices
§ DACUSE Device

B Display adapters

-y DVD/CD-ROM drives

ﬁ Human Interface Devices
1DE ATA/ATAPI con &l
5

1EEE 1394 Bus host contralers
25 Imaging devices
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Operation

To set the USB DAC as the default player for Windows Hlmiﬂglmslmmml =
Media Player, open up Control Panel and click on
‘Sound’. Select ‘'DAC Out 1/2" and choose ‘Set Default':

3 1y
‘ Sound ﬂ e Speakers
Realtek High Definition Audio
Playback |Reoording I Soundsl Communiczﬁonsl J

Default Device

Realtek Digital OQutput
O Realtek High Definition Audio
Ready

Select a playback device below to modify its settings:

Select a playback device below to modify its settings:

3 WDM Audio

Speakers
Realtek High Definition Audio
@ Default Device

Realtek Digital Output
' Realtek High Definition Audio
Ready

Configure | Set Default |« Properties
OK I Cancel | Apply |

Configure | Set Default [+| Properties Note
o | o [ i | Windows Media Player will only support sampling

frequencies up to 192 kHz and 24 bit. Windows
Media and iTunes will not automatically switch
between varying sampling frequencies. Certain third
party software packages will offer this feature.

To change the sampling rate (if using Windows
Media Player or another non-ASIO media
player such as iTunes for Windows), open up
‘Properties’ and click on the ‘Advanced’ tab. Use
the dropdown menu to select the sample rate:
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Operation

Configuring JRiver Media Center for Windows

Follow these instructions for a simple configuration
of JRiver Media Center for Windows.

Once you have installed JRiver Media Center on your
computer, open ‘Player’ and select ‘Playback Options’:

Fle Edt Vew Payer Toos Heb
PlayPause
stop

Prevous cui

Eiarng wow Next Ctri+
Audio
Imoges - o
e . e 55 CEE
Performer Sto| 'O
Podcasts | st
Payists | Reoeat
Drwes & e e e MediaCenter .
Services & P aymonion )
e ,
pudo 250 > & to JRiver Media Center
e | for choosing JRiver. Read below to learn about the program, community, features, and more.
PlybackOtons.
Help

Getting Started

Interact, the JRiver Forum (ask a question, follow development, or make a friend)

News
Simple Gifts (Newsletter)
MC20 is under active development. Participate here. Features here. |

MC for Linux is now available. Half-price for a limited time.

Actonindow v
€ sunose MC20 Mac adds Integer mode, Retina support, and more.
[ Tips

B cen

Get the best sound from Media Center by picking the correct Audio Output Mode.

Like JRiver on Facebook to get occasional development news and special offers.

Under Audio Device, use the selection menu
to choose ‘DAC USB ASIO Driver':

Zone to configure: | Player b

~ Audio Device
¥ DAC USB ASIO Driver [ASIO]
| Default Audio Device Direct Sound]
+ Sef ¥DACUSE ASIO Driver [ASIO]
.| UsEDAL ASIO Driver [ASIO]
o | foo_dsd_asio [ASIO]
Realtek Digital Output (Realtek High De initon Audio) [WASAPT]

v
| Realtek High Definition Audio [WASAPI]
More. »
O b o s e s s s ey
O Disablc display from turning off (useful for HOMI audio)
~ Track Change

“ Suitch tracks: Standard (gapped) - 0.25
Do not play silence (eading and traiing)
O Use gapless for sequential album tracks
~ Stop, Seck & Skip
# Seek: Smooth (normal)
* Stop: Fadeout (fast)
¥ Pause: Fade (fast)
. Jump behavior: Forward 30 seconds, backward 10 seconds

~ Yolume

¥ Volume mode: System Yolume
O volume Protection
O3 Maximum volume: 100

NGTE: Changes take effect once playback s stopped

oK Cancel relp
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If you plan to play back native DSD files, select
‘DSD’ under ‘Bitstreaming’. If you will not
be playing any DSD files, select ‘None’:

Zone to configure: | Player ™

~ Audio Device
% DAC USB ASIO Driver [ASIO]

« Device settings...
~ Settings
. DSP & output format.
 Bitstreaning: ves (0SD)

¥ | Nene (recommended) prded)

¥ | HOML Ire synchronization: Nene
0| sror |disk (not zone-specific)
O ~osp jseful for HOMI audio)

+ 1rq_ Custom..

W Suitch tracks: Standard (gapped) - 0.2

o nat play silence (=ading and trailng)
[ Use gapless for sequential aloum tracks

~ Stop, Seck & Skip

 Seek: smooth (normal)

 Stop: Fadeout (fas

¥ Pause: Fade (fast)

s Jump behavior: Fornard 30 seconds, backward 10 seconds

~ Yolume

% volume mode: system tolume
O volume Protection
I Maimum voume: 100

NOTE: Changes take effect once playback is stopped

oK Cancel Help

Next, select 'DSP & Output Format”
and configure as shown:

[ output Format Output Formal
Optit
O volume Leveling Piayback stopped or current playback doesn't support processing et
O Adaptive volume
= Equalizer Sound can be output in any format. For example, you can listen to an sudio CD in 5.1 surround at 32-bit [ 192 kHz. Advanced settings like multi-channel output or high
D1 Faramesic Equslizer sample rates require a sound card capable of these modes.
0 Effects Output Encoding (more info) Channels (more info)
Headphs
Dt Hene B oo 2oams e -
O Room Correction - 0 "
O convolution Sample rate (more info) Mixing: | JRSS™ mixing (recommended) ~
O Parametric Equalizer 2 Click in the output column to select a sample rat for each input sample rate.
Analyzer Right-click to set all at once.,
Input Gutput
Less than 44,100 Hz No change Detect stereo sources in surround {pseude-surround)
44,100 Hz No change
48,000 Hz No change Subwoofer (more infa)
Procassed in order listed (drag to. 88,200 Hz No change When source has no subwoofer (CD audio, etc.) and 'Channels’ selection
recrder) 96,000 Hz No change includes a subwoofer:
176,400 Hz No change
BN . 192,000 Hz No change
352,300 Hz No change
Flat line overflows - 364,000 Hiz No chanae
Peskieveln/a Source:nja internatnfa Help




Operation

Configuring the DAC for Mac OS Configuring JRiver Media Center for Mac

Connect the GSi75 to the USB port of your Mac. Power on Follow these instructions for a simple configuration
the GSi75. In ‘System Preferences’, click to open ‘Sound": of JRiver Media Center for Mac.
- N Once you have installed JRiver Media Center on your
nllon) e ' computer, open ‘Player’ and select ‘Playback Options’:

- B ¢ @ @

General Desktop & Deck Mission Language Security Spotlight  Netifications
Screen Saver Control &Text & Privacy

IRiver Media Center 20

s
Hardware ’
Playing Now .

- Audo sapTo ,
ks (T L - & e = aue £ D B 655
CDs&DVDs  Displays Energy Keyboard Mouse Trackpad  Primt&Scan  Sound Podcasts >
Saver 1
Internet & Wireless fediaCenter
[} 7] Zone y
& @ 2 9 7O P ) lia Center
iCloud Mail, Contacts ~ Network Bluetooth Sharing DispisQrsions, * ir. Read below to learn about the program, community, features, and more.
& Calendars o5 sudo.
Playbck Options...
System Getting Started
=] Interact, the JRiver Forum (ask a question, follow development, or make a friend;
K » ¢ @& & @ : o ” ’
LY i 18 b4 —
Users & Parental Date & Time  Software Dictation  Time Machine Accessibility Startup Disk News
Groups Controls Update & Speech Simple Gifts (Newsletter)

MC20 is under active development. Participate here. Features here.
MC for Linux is now available. Half-price for a limited time.

ﬂ MC20 Mac adds Integer mode, Retina support, and more.

Other

EveConnect  Flash Player S Tips
€ rip Disc Get the best sound from Media Center by picking the correct Audio Output Mode.
e Like JRiver on Facebook to get occasional development news and special offers.
Tog Quickly edit a value in a deailslst by doing a right-cick on the value while holding down the left mouse button.

The GSi75 will appear in the list of output devices
as '‘DAC. Select this as the output device: Select the USB DAC device as the output device:

(sNs] Sound Player _Tools _Help

= it
| Sound Effects !g@! Input |

Select a device for sound output:

]

Zone to configure: | Player

~ Audio Device

Name Type - v (Defauly (Core Audio)

Internal Speakers Built-in Services & Plug-ins. - &) ]
i -set e Audi

LogMeln Remote Sound Network device DAC [Core Audio]

3| o et Souna e A
DAC Use O )

v Play sfence at sartp for hardware synchronizaton: None
3 Play s from memory instead of sk (nos zone-speciic)
0 Disable displa fr \ HOM audio)

aoff

Settings for the selected device:
- Track Change

v Switch vacks: Cross-fade (agares
1 Do not lay sience (leading and waling
3 Use gapless fo sequential albu racks

The selected device has no output controls

v seek 5 mal

_ v Stop: Fadeout (s
(?) v Pause: Fade (fast)
— . Jump benavior: Forward 30 seconds, backward 10 seconds

NOTE: Changes take effect once playback is stopped

Output volume: vl )) ("] Mute
AL ) ‘ o) o)

Acton Window v

[ Show volume in menu bar up D Gek the best sound from Media Center by pieking the correct AUdio OUIBUE Mode:

Like JRiver on Facebook to get occasional development news and special offers.

2 Quickly edit a value in a detailslist by doing a right-click on the value while holding down the left mouse button.
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Configuring JRiver Media Center for Mac continued Configuring Signalyst HQPlayer for Mac
i : a Signalyst HQPlayer will support native DSD
playback without PCM conversion on a Mac.
Once you have installed HQPlayer on your
_Y computer, open ‘Preferences’ and select
E the USB DAC as the output device:

Signalyst HQPlayer 3 Desktop - registered: EVALUATION

video
Podeasts

B0
Bveeo

Playlists ,
Drives & Devices ,
Services & Plug-ins

> Il H kB « »oo reE——— - R

Use gapless fo seauenal loun racks
~ Stop, Seek & Skip Track: 00/00 (2) Time v ‘\\
« Seskc Smoot normai " Anist: /
R e e 0 R (it Default O Remain ( )
o Pause 0 Album: Built-in Output - A
. Jump be Forward 30 seconds, backward 10 seconds Built-in Input B Ootal ramain . 8
worrm || Buil-in Microphone FE
| LogMeln Remote Sound -
NOTE: Changes ke effect once playoack s sopped )
Revindon | voursear e o | cancel | v [ poly-sinc DI W 5] (pcM
P Get the best sound from Media Center by picking the correct Audio OUpUt Mode. D = 3 o () (oor:) ®zwire [ oier
e Like JRiver on Facebook to get occasional development news and special offes. i e A songl] (=t S DAC IS
B suis Pavis s peformer  Album Song_| e U . E
T Quicky edit a value in a defailslst by doing a right-cick on the value while holding down the left mouse button. @ Desktop Default 2
e Defautts sou Defauts
Filter Oversampling
poly-sinc ¢ [poly-sinc
Dither Modulator
. . TPOF s [asDMs
In the Opt|0ns window please select Sample e /Um0 8t met Lmi
! 384000 s (2822400 :
. o] Length Perormer / Artst song
! !, | Vol Max F
aybDacC ptions: vods 15 Cretnesom
Vol Min \: Full screen mode
-60.0d8 J@ Otogfile
Cancel | (0K

Playlsts > ] Output Format
Options
Drives & Devices or doesn't
Services & Plug
Sound can be output n any format. For examle, vou can lsten o an audio CD in 5.1 surround at 32-bit | 192 KHz. Advanced seftngs
fike mult-channel output or high samele ates require @ sound card capable of these modes.
ing (more info
None ~
Sample rate (more nfo) Mixing mmended) )
Clck inthe output column to select a sample rate fo each input
sample rate. Right-lck to st all at once
Tnput i ]
Less than 44,100 Hz No change et stre surces o s
44,100 H No change '
48,000 K2 o change Subwoafer (more infe)
88,200 e No change - (0wt ety and e
6,000 noe selecton incudes a subwoofe: |
Manage Pug-ins. 1Tesootte
e 192,000 H;
352,800 He
Cip prorecion v 384000 He
Peak Level n/a intermat nja Load save.. Help
T T
ActonVindon | v e your search nere oK Cancel Help
€ ~ioDisc Gt the best sound from Media Center by picking the correct Audio Output Mode.
Sync Handheld
g e pag Like JRiver on Facebook to get occasional development news and special offers.
Tag Quickly edit a value in a detailslist by doing a right-click on the value while holding down the left mouse button.

Note
Native DSD playback is not possible with JRiver on
Mac. Playback with PCM conversion is supported.
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1

Before beginning playback of PCM content, select ‘PCM’.
If a DSD file is played when PCM is selected, HQPlayer
will convert the DSD output to PCM in its software.

Before beginning playback of DSD content,
select 'SDM’ (DSD). If a PCM file is played
when SDM is selected, HQPlayer will convert

Set ‘Channels’ to 2, ‘Channel Offset’ to O,
‘SDM Pack’ to DoP, tick the ‘2wire’ option,
and select ‘DAC Bits' to default:

C d ignalyst HQPlays P 9i U,
- — FR R =S——
> Il B e » « e0o . Settings

Track: 00/00
Antist:

Performer:

e T.é:re::ud )
O ol oo e the PCM output to DSD in its software:

G390 o P 2uire

vt Performer / Aloum  Song || LUrter time_ - DACbits
> @ Desktop T Uaosp eoo Signalyst HQP /ALUATION
PCM Defauits SOM Defauts > Il H 4 » <« » J T o
Filter i ;
[ poly-sinc )| | Ceolyosine 9 YTy
) Track: 00/00 Time: 00:00 @ Time > <,
Dither Modulator e s
[TPOF <) [AsDMs D) P Limied: 0 ORemain - g
. ) i Album: Format: o B 4
Sample rate (/ Limit)  Bit rate (/ Limit) Ootalremain ./
384000 <] (2822400 é
+ Lengtn Performer | Arist Song
 Volax = ©
] [ Pipeline SOM [ poly-sinc +) [TPDE 3 ( =
Vol Min () Full screen mode _ o a f— SDM (DSD)
) Otes e Atit filer | ] Performer fiter I | Album
o) . Desktop

31



Maintenance

Servicing

Because of its careful design and exacting standards
of manufacture, your GSi75 integrated preamplifier
should normally require only minimal service
to maintain its high level of performance.

Caution

Your GSi75 integrated preamplifier contains sufficient
levels of voltage and current to be lethal. Do not tamper
with a component or part inside the unit. Even with the
power turned off, a charge remains in the energy storage
capacitors for some time. Refer any needed service to
your authorized Audio Research dealer or other
qualified technician. Additional questions regarding
the operation, maintenance or servicing of your
preamplifier, please contact the Customer Support
Department of Audio Research Corporation at
service@audioresearch.com or call 763-577-9700.
To initiate a service request, visit the Audio Research
website (www.audioresearch.com) and select ‘Service
Repair’ at the top right of the home page. Please follow
the instructions and submit a completed RMA form.
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Cleaning

To maintain the new appearance of this preamplifier,
occasionally wipe the front panel and top cover
with a soft, damp (not wet) cloth to remove
dust. A mild, non-alkaline soap solution may be
used to remove fingerprints or similar smudges.
Cleaners containing abrasives should not be used
as they will damage the anodized finish of the
front panel. A small, soft paintbrush is effective
in removing dust from bevels, the recessed
nameplate and other features of the front panel.

hid

Disposal and Recycling Guidelines

To dispose of this electronic product, do not place
in landfill. In accordance with the European Union
Waste Electrical and Electronic Equipment (WEEE)
directive effective August 2005, this product may
contain regulated materials which upon disposal
require special reuse and recycling processing.

Please contact your dealer or importing distributor
for instructions on proper disposal of this product in
your country. Or, contact Audio Research Corporation
(763.577.9700) for the name of your importing distributor
and how to contact them. Packing and shipping
materials may be disposed of in a normal manner.



Warranty

Audio Research Corporation products are covered by a The specific terms and remedies for fulfillment of
3-Year Limited Warranty or a 90-Day Limited Warranty the Limited Warranty may vary from country to
(vacuum tubes). This Limited Warranty initiates from country. Warranty service should normally be
the date of purchase, and is limited to the original obtained from the importing retailer or distributor
purchaser, or in the case of demonstration equipment, from whom the product was purchased.
limited to the balance of warranty remaining after In the unlikely event that technical service beyond the
original shipment to the retailer or importer. ability of the importer is required, Audio Research

In the United States, the specific terms, conditions will fulfill the terms and conditions of the Limited
and remedies for fulfillment of this Limited Warranty Warranty. Such product must be returned at the
are listed on the warranty card accompanying the purchaser’s expense to the Audio Research factory,
product in its shipping carton. The warranty terms are along with a photocopy of the dated purchase
also available on the internet at www.audioresearch. receipt for the product, a written description of
com/en-us/company/warranty-statement. Outside the problem(s) encountered, and any information
the United States, the authorized importing retailer necessary for return shipment. The cost of return
or distributor has accepted the responsibility for shipment is the responsibility of the purchaser.

warranty of Audio Research products sold by them.
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Specifications

Power Output: 75 watts per channel continuous from 20Hz to 20kHz. 1kHz total
harmonic distortion typically 1.5% at 75 watts; 0.1% at 1watt. (PEAK). Approx-
imate actual power available at “clipping” 63 watts RMS (1kHz). (Note that
actual power output is dependent upon both line voltage and “condition” i.e.:
if power line has high distortion, maximum power will be affected adversely,
although from a listening standpoint this is not very critical.)

Power Bandwidth: (-3dB points) 12Hz to 70kHz.

Frequency Response: (-3dB points at 1watt) 4.0Hz to 70 kHz.

Analog Inputs: SE1, SE2, SE3, (Single Ended RCA connectors).

Input Impedance: 51K Ohms Single-ended.
Input Sensitivity (Analog): 0.55V RMS Single-ended for rated output. (32.5dB gain
into 8 ohms.)
Maximum Input: 8.0V RMS
PHONO STAGE

Frequency Response/Phono Equalization: RIAA: +.2dB of RIAA, 10Hz to
20kHz;

Distortion: THD Less than .005% at .50V RMS TkHz output.
Gain: Selectable 45dB (Low), 62dB (High) atlkHz SE. (MC & MM compatible).

Input Impedance: Selectable 47K, 1000, 500, 200, or 100 Ohms with 10pF Unbal-
anced.

Maximum Input Voltages: Low Gain: [10mV RMS at TkHz; 10mV RMS at 10kHz]
with 8 Ohm speakers connected. High Gain: [0.5mV RMS at TkHz; 2mV RMS at
10kHz] with 8 Ohm speakers connected

Noise: 0.06 nV equivalent input noise, A weighted, shorted input (85 dB below 1
mV 1kHz input).
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DAC
Digital Signal Inputs: SPDIF: TOS, RCA(BNC); digital USB

Frequency Response: +0-3dB, 6Hz to 85 kHz at rated output. 0.15dB 20Hz to
20kHz. (Balanced, 200 kOhms load)@ 384kHz sample rate.

Distortion: THD+N Less than .003% at 1.8V RMS (Internal point)
Signal-Noise-Ratio: 110dB, A-Weighted

Dynamic Range (AES17): 110dB

IMD (SMPTE): .002%

RMS Noise level: -95dBV (20-20kHz)

Gain: 7.0dB SE.

Input Impedance: (SPDIF Digital): 75 Ohms RCA; Optical: 660nm TOSLink
fiber 44.1to 96kHz.

Digital Sample Rates (Native mode):

SPDIF (RCA): 16-24 bits @ 44.1kHz to 96 kHz,

SPDIF (TOS); 16-24 bits @ 44.1kHz to 96 kHz,

USB 2.0 HS; 16-24 bits @ 44.1kHz to 384 kHz, 2.8 MHz, Native DSD 1X, 5.6 MHz
Native DSD 2X; DSD DoP (0X06 0XF9 FLACS).

Up-sampling (PCM sources, 44.1 - 192 kHz): Select up-sampling or Native
mode; USB, RCA, TOS up-sample to 352.8 kHz or 384 kHz.

Master Oscillator: 22.579 MHz +20Hz for 44.1, 88.2, 176.4, and 352.8 kHz.
24.576 MHz +20Hz for 48, 96, 192, and 384 kHz.

Intrinsic Jitter: <10ps
Channel Separation: 107dB @ 1kHz.

Jitter reduction: High-stability crystal-controlled re-clocking for all DAC sig-
nals.



Specifications

AMPLIFIER OUTPUT STAGE
Output Polarity: Non-Inverting (any input).
Output Taps: 8 ohms, 4 Ohms.

Output Regulation: Approximately 2dB; (from 8 Ohm load to open circuit
(Damping factor approximately 4).

Overall Negative Feedback: 4dB.
Slew Rate: 8 volts/microsecond.
Rise Time: 5 microseconds. (0-40 Volts, 10%-90%)

Hum & Noise: Less than 1.0 mV RMS -88dB below rated output (IHF weighted,
Vol down).

Display: Vacuum fluorescent dot matrix with optical filter;
LED display: Upsample, Fast, Slow, Bias, Headphone/Speaker, Mono, Mute, Power

Controls: Rotary volume selector (103 steps) and rotary input selector. Push but-
tons: Power, Menu, Mono, Headphone/Speaker, Mute. Remote Buttons: Power,
Tube Hours, INPUTS: SE1, SE2, SE3, TOS, RCA, USB, PHONO; Load, Gain, Mute,
Balance Left, Balance Right, Next Track, Play/Pause track, Previous (Repeat)
track, Volume up, Volume down (103 steps), Upsample/Native mode (PCM
sources), Mono, Filter select, Tube Bias, SPKR ON/OFF, DSP-DN, DSP-UP, Menu,

Power Supplies: Electronically regulated Low and High voltage supplies for input
stages. Automatic 45 sec. warm-up/brown-out mute.

Power Supply Energy Storage: Approximately 350 joules.
Power Requirements: 100-125VAC 60Hz (200-250VAC 50/60 Hz)

450 watts at rated output, 625 watts maximum, 250 watts at “idle": 1.5 watt
power off.
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Tubes Required: 2-Matched pair KT150-Power Output; 2 -6H30 driver.
Dimensions:  Width 19.0” (48.3 cm)

Height 10.37" (26.3 cm)

Depth 20.41" (51.8 cm)

Weight: 55 |bs (25.0 kg) Net.; 78 lbs (35.4 kg) Shipping
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